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Note: This schematic only shows the critical components

and traces for minimum footprint with ENABLE tied to

Vin. Alternate ENABLE configurations, and other
small-signal pins need to be connected and routed
according to specific customer application.
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A single through-hole test used for monitoring purposes.
point connects the AGND
pin to the GND plane. O acnDp O eaout i
Choose RPOK so that the maximum
U | sink current is not exceeded.
) 47n
CAVIN |
0.1lu == -
RAVIN
'\%\’ Enable can also be driven with
an external logic signal
© & o N d 4 o « g 9 5 depending on the application
TR 8993599999999 59 il
! B 8 B B3 2 L Z 2 e rpR g IgEQF Y sync |36
=~ o & o= S =z 0 2 (@) |
2 Ne2 =2 35582<g2¢2°” 2 % = s g 2 sonp (28] ] CB
S 0 0 g i T oM
2 Nes = === VDDB
Rb % A1 Nea U1 BTMP —33—_|
See the datasheet for 81 nes PG _31|_—|—CPG
choosing the proper value EN53670QlI al 0-1u
for Ra, Rb, Ca, and Rca. £ Nee PVIN
g o  Ne? o o pviN (30
Depending on the output = &£ 29
accuracy requirements, A es 555555559 338889898989 PN
these components® foot- 21 neo 29 292 ¢ 9282 2 e2P@RELLLREE pVIN |28
prints may have to be I J d d d 4 I J d d d 4
larger than specified here. Rea § %Ra  EEEEEEEEEEEEEEEERE
S ‘
° Couty  47u ¢ (():égjé %g f
120611 X5R ]
ca — 0%” i;g <{VIN VIN = 2.5 - 5.5 VDC
vouT<< I
} } Connect the iInput
For improved Vout ripple, Connect the output caps to the GND plane
Cout can be paralleled cap to the GND plane through multiple vias.
or similar capacitor. (see the Gerber files)
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